TENDr 27

INBOARD CABIN

Technical data:

Model

Length

Width

Draft

Height

Weight

People capacity

: TendR 27 Inboard
: 8.35 meter

: 2.55 meter

: 0.60 meter

: 1.55 meter
:1.500 kg.

: 8

Standard equipment

Construction

Polyester hull

Fast speeding underwater ship
CE-category C, coast water
Engine foundation

Hull

Integrated swimming platform
Aluminum with rubber bufferstrip

Deck

Polyester deck
Anchor hateh on front deck
Engine-bun-with sunbeq pillow

Stainless Steel

Cleats (6x)
Cupholders (2x)

Stainless steel decoration on bow and hull

Stainless steel bow eye
Steeringconsole

Steering position
Steeringsystem (mono)

Engine

Yanmar 40 HP
Hydraulic steering system
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Cockpit

Spacious roundseat with high backrests
Space for sunbed

Storage space under benches
Self-draining cockpit

Silvertex seat and back cushions

Lids with Stainless Steel hinges

Cooling box isolation in one cabinet

Technic

Electrical switch panel including 12 Volt
Electric bilgepump

Ventilation in engine bun

LED Navigation lights

Isolated engine box

Screw. 3 blades

Waterlock

Stainless Steel propeller shaft

Fuel tank and fuel meter

Battery 110 AMp 1x

Cabin

Spacious sleeping area for 2 persons
Comfortable sleeping mattress

Fully upholstered

Lighting

Windows on both sides

Cabin doors with lock

Space for toilet

CE-Certificate : C, coastwaters TendR Yachts B.V.
Engine capacity : Max. 110 HP

Maximum speed  : Aprox 50 km/h*

ND

WWW.TENDRYACHTS.COM

E: info@tendryachts.com
IG: @tendryachts
FB: @tendryachts

* Inform at your delaer about the possibilities.
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