Standard equipment
Construction Cockpit & Kitchen

¢ Polyester hull Sitting group with Silvertex seat and back cushions
X-LOBSTER ¢ Fast speeding underwater ship Backside tent
e CE-category C, coast waters Ajustable mahony table
Sliding windows, both sides
Dl Lights inside
Navigation lights Fridge
Swimming stairs Sink & cooker
Stainless Steel cleats 12V connection
Claxon Drawers with shelves
Throw buster :
Electric windlass Technic

Anker chain Engine Yanmar 4LV-250 HP
Dirty water output Throwbuster

Fuel filler cap Fuel tank 2 x 200sliter
Water filler cap Exhaust

Swimming platform Air suction
Hatch 50 x 50 cm Fuel / water filter
Stainless Steel railing Sound insulation

< = 2x 12 V 150 A/H Service Battery - Battery switches
Steering Position , Electric-shore-connection
Steering wheel Parallel Battery system

PR e

Hydraulic steering system « Anode cathodic protection
Captain seat Rectifier
12V connection with lighter 2 x 200 Liter Water tank
Electric switchpanel Water tank float
Electric bilgepump Hydrofor
Fuel meter 1 x 43 Liter dirty water/grey tank
Temperature meter Dirty water float
Gas-handte Vacuum output
Macerator

Cabin

e Master Bedroom with 2 persons bed
o Sitting area o Electric toilet - Sink
 Wardrobe with drawers and storage areas ¢ Porthole

e Lights - 12V connection ¢ Lighting

e Porthole (4 pieces) e Tap / Shower

Bathroom

Technical data:

Model : TendR-X 34 Lobster
Length : 10.50 meter

Width : 3.00 meter

Draft : 0.85 meter

Total Height : 2.95 meter

Weight : 4.500 kg.
People capacity 10 R TendR Yachts B.V.

CE-Certificate : C, coastwaters

i ; . _ E: info@tendryachts.com
Engine capacity : 250 - 370 HP IG: @tendryachts

WWW.TENDRYACHTS.COM FB: @tendryachts




